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What is fragmentation?
a.k.a file fragmentation, filesystem fragmentation, and filesystem aging

Filesystem view

Storage view
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Storage view

Defragment!



Let’s revisit defragmentation tools
Conventional defragmentation tools migrates the entire contents of files 

1. Significantly degrades the performance of co-running applications
2. The additional writes reduce the lifespan of modern storage devices. 
3. Time-consuming

Defragment!
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Filesystem A
1 … A

2 … A
3 … A

4 … Request splitting!

Fragmentation on modern storage devices
Let’s follow the journey of I/Os

Check the sequentiality of LBA

Process

Userspace read(file A, 1-4)
Kernel

Block layer
bio bio bio bio

req req req req

• Creation
• Insertion
•Merging
• Sorting
• Staging
•Dispatching

Interface
SATA/UFS/eMMc/NVMe

cmdcmdcmdcmd

Storage Controller

Channel 1 Channel 2 Channel 3 Channel 4 • Command processing
•Data fetching (DMA)
• Etc.Channel conflict

Request splitting
1) Increases the number of I/Os
2) Makes I/Os smaller
2) Increases their randomness



Let’s verify this “scientifically”

Frag size

Frag distance

Filesystem

File

Read

request request

New terminology

Frag size: the size of each fragment that are contiguous in terms of LBA

Frag distance: the distance between two consecutive fragments



Let’s verify this “scientifically”
Evaluation Setup.
• 128KB O_DIRECT sequential read on F2FS
• Varying frag size/frag distance

* Request splitting occurs when frag size < 128KB

Observations
1. The performance of HDD is sensitive to both frag size

and distance (due to seek time)
2. Flash/Optane storage is sensitive to frag size

when it’s less than 128KB.
3. Flash/Optane storage is not sensitive to frag size

(>=128KB) and frag distance.

The performance of Flash/Optane storage, mostly 
depends on the occurrence of request splitting and is 
irrelevant to the distance between fragments. 



FragPicker for modern storage devices

Fragmented

Defrag. Tools

Defragmented

Let’s ignore frag distance and do our best to prevent request splitting!

FragPicker

Defragmented



FragPicker for modern storage devices

Key Challenges

1. Which data to migrate?

2. How to migrate?



FragPicker for modern storage devices

Key Challenges

1. Which data to migrate?

2. How to migrate?

I/O Analysis to find the best pieces of data blocks to prevent request splitting

Filesystem-agnostic migration while minimizing the amount of writes



FragPicker for modern storage devices

v Analysis Phase
• Monitors system calls related I/Os
• Analyzes I/O characteristics per file
• Filters I/Os with hotness

v Migration Phase
• Checks the fragmentation state
• Allocates contiguous blocks
• Migrates fragmented data into a new space

Analysis
System Call
Monitoring

Hotness
Filtering

Per-file
Analysis

Frag.
Checking

Data
Migration

Block
Allocation

Migration
FragPicker

Fragmented Defragmented



The analysis phase of FragPicker

Kernel

Userspace

Process

system call

vfs_read(…)
Extracts necessary info. using BCC (BPF Compiler Collection)
1. Request type (Read/Write)
2. Inode number
3. I/O size
4. Start offset
5. O_DIRECT?

System Call
Monitoring

inode # size start_offset O_DIRECT?
R       10       130000           0                   0
R       10       131072      131072              0
R       10       131072      262144              0

...

Type



The analysis phase of FragPicker

Kernel

Userspace

Process

system call

vfs_read(…)

System Call
Monitoring

...

Per-file
Analysis

start_offset countend_offset
0             131071          100

131072        262143            3
262144        393215           64

inode # size start_offset O_DIRECT?
R       10       130000           0                   0
R       10       131072      131072              0
R       10       131072      262144              0

...
File Range List

Type

1. Creates per-file range list (start offset, end offset, and count)
2. Merges overlapped I/Os and calculates the I/O counts per range

Read 1-40 
count =1

Read 31-60
count =1

without merge



The analysis phase of FragPicker

Kernel

Userspace

Process

system call

vfs_read(…)

System Call
Monitoring

...

Per-file
Analysis

start_offset countend_offset
0             131071          100

131072        262143            3
262144        393215           64

inode # size start_offset O_DIRECT?
R       10       130000           0                   0
R       10       131072      131072              0
R       10       131072      262144              0

...
File Range List

Type

Read 1-40 
count =1

Read 31-60
count =1

merge

Read 1-60, count =2

...

1. Creates per-file range list (start offset, end offset, and count)
2. Merges overlapped I/Os and calculates the I/O counts per range



The analysis phase of FragPicker

Kernel

Userspace

Process

system call

vfs_read(…)

Hotness
Filtering

start_offset countend_offset
0             131071          100

262144        393215           64
393216        524287           62      

...

File Range List

System Call
Monitoring

...

Per-file
Analysis

start_offset countend_offset
0             131071          100

131072        262143            3
262144        393215           64

inode # size start_offset O_DIRECT?
R       10       130000           0                   0
R       10       131072      131072              0
R       10       131072      262144              0

...
File Range List

Type

Truncates the file range lists 
according to the hotness threshold 



The migration phase of FragPicker

Filesystem

File

Chunk 4Chunk 1 Chunk 3Chunk 2start_offset countend_offset
0              131071         100

262144         393215          64
393216         524287          62               

File range lists

Chunk 1
Chunk 3
Chunk 4



The migration phase of FragPicker

Filesystem

File

Chunk 4Chunk 1 Chunk 3Chunk 2start_offset countend_offset
0              131071         100

262144         393215          64
393216         524287          62               

File range lists

Chunk 1
Chunk 3
Chunk 4

Need migration Keep Need migration1. Fragmentation 
Checking

using “filefrag”



The migration phase of FragPicker

Filesystem

File

Chunk 4Chunk 1 Chunk 3Chunk 2start_offset countend_offset
0              131071         100

262144         393215          64
393216         524287          62               

File range lists

Chunk 1
Chunk 3
Chunk 4

Need migration Keep Need migration1. Fragmentation 
Checking

2. Block Allocation
Using fallocate()

In the case of out-place update filesystems, 
FragPicker can skip this process



The migration phase of FragPicker

Filesystem

File

Chunk 4Chunk 1 Chunk 3Chunk 2start_offset countend_offset
0              131071         100

262144         393215          64
393216         524287          62               

File range lists

Chunk 1
Chunk 3
Chunk 4

Need migration Keep Need migration1. Fragmentation 
Checking

2. Block Allocation

3. Data Migration

After defragmentation

Not performance 
critical data



Evaluation

Objectives
1. Does FragPicker reduce the amount of writes for defragmentation?
2. Does FragPicker achieve a similar level of performance gain, 

compared with conventional tools?

Storage
1. Samsung SATA Flash SSD 850 PRO 256GB
2. Intel NVMe Optane SSD 905P 960GB

Workloads
1. Sequential read/update
2. Stride read/update



Evaluation (Flash SSD)

1) Write amount
FragPicker reduces the amount of writes by around 50% (sequential) and 75% (stride)

2) Performance
FragPicker improves sequential/stride I/O by around 30% and 42%, respectively
Regarding stride read performance, FragPicker outperforms conventional ones by 15%
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Evaluation (Optane SSD)

1) Write amount
FragPicker reduces the amount of writes by around 50% (sequential) and 75% (stride)

2) Performance
FragPicker improves sequential/stride I/O by around 75% and 120%, respectively
* High performance devices suffer from kernel overheads
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More experiments in our paper!

• Database workloads 
• RocksDB YCSB-C
• SQLite

• Fileserver workloads
• Hotness filtering test
• ...



Conclusion

• FragPicker
• A new defragmentation tool for modern storage devices
• No kernel modification
• Filesystem agnostic

• Requirements for FragPicker
• eBPF support
• Filesystem-level consistency
• fallocate and filefrag
• Filesystem support for providing a contiguous LBA region for a single write op.



Thank you
Source code: https://github.com/jonggyup/FragPicker

Contact: jonggyu@skku.edu

The 28th ACM Symposium on Operating Systems Principles


